885
2012-2018 Jeep Wrangler JKU
3” CAT Back w Single tailpipe

30016
21731

FP 300

1 - 21731 (7-5M)
1 - Fp300 (SH)
1 - 30016 (7-6M)
1 - 21732 (7-5M)
1 - 21733 (7-6M)
1 - LJ250 (SH)
4 - LJ300
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21733
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PICKED BY:______________________

KIT # 885
2012-18 JEEP WRANGLER JKU
3” CAT BACK SINGLE TAILPIPE
WITH MUFFLER
Warning:
This system May void manufacturer’s warranty. Allow the vehicles exhaust system to cool before removal. Always
practice safe work habits, i.e. jack stands, gloves, safety glasses etc.
Notes:

·

***ALWAYS MAKE SURE ALL COMPONENTS ARE IN FLO~PRO BOX ACCORDING TO PICK
SHEET BEFORE STARTING REMOVAL OF STOCK EXHAUST SYSTEM***

·
·

Any suspension lifts or other variations may require modification of the new exhaust system for proper fit.
WD40 or equal will make removal of hangers easier. A small tack with a mig welder is recommended under
all clamp connections.
DO NOT fully torque clamps until full system is installed and adjusted.

·

Removal of OEM exhaust system
1. Start by removing the factory T-bar skid plate. See FIG. A
2. Moving to the back, undo the clamp connection between the axle pipe and the factory
muffler. This clamp is above the rear end between the track bar and sway bar. Note: the
clamp is welded to the outer pipe.
3. With the muffler supported, spray the two rubber isolators with lubricant and pry the
hangers out of the rubbers.
4. Now that the muffler is loose you can, with some effort, remove the muffler from the axle
pipe and from the vehicle.
5. Continue working forward removing the factory components until you reach the first
connection.
6. Under the first factory pipe connection you will find a locator tab for the stock pipes.
Note: This nub should be ground off to ensure a proper seal for your new connection.
Installation of new FLO~PRO exhaust
1. Install your adaptor pipe #21731. You will want to take the rubber isolator off the frame
and put it on the new pipe to make install easier.
2. Install your FP300 muffler with the center inlet towards the front of the vehicle.
See FIG.B
3. Install extension pipe #30016 into the back of the muffler.
4. Install your axle pipe #21732 over the rear end and into the extension pipe.
5. Install your tailpipe #21733 into both the axle pipe and the factory rubber isolator.
6. With all of your pipes installed you can now check for maximum clearance and adjust
pipes as needed. NOTE: Trimming may be required for a perfect fit.
7. Starting from the front and working backwards, tighten all clamps securely. 45-50lbs
NOTE: For maximum offroad durability it is strongly recommended that a tac weld be
placed on each joint UNDER the clamp. DO NOT WELD THE CLAMPS

Technical Support: 1-800-762-4286 or e-mail, techsupport@flopro.com
www.flopro.com

FIG. A

FIG. B
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